
OPTIONAL VENT PIPING

2" STREET ELL

2" UNION 

MAIN UP TO AIR VALVE 1% MIN.
2. SLOPE COPPER TUBE FROM

1. VENT PIPING TO BE GALV.

NOTES:

(2" CARV)

PART 1730-1L

CARSON BOX EXT.

2" 90 DEG. ELL BR.

2" COPPER TUBE

2" AIR & VACUUM
VALVE (2" CARV)

CONCRETE PAD

MIPT x MIPT
2" CORPORATION STOP

MUELLER MODEL 110
2" ADAPTOR MIPT x CTS

#H-15023 MIPT x CTS
MUELLER MODEL 110
2" CORPORATION STOP

2" COUPLING BR.

6" LONG

MAX.

2" TANK VENT

2"NIPPLE BR.

2" TEE BR.

2" PLUG BR.

2" 90 DEG. ELL 

18" MAX.

2" PIPE

2" COMBINATION
AIR & VACUUM VALVE

CARSON BOX WITH EXTENSION
PART 1730D-P15L

2"SERVICE SADDLE

SLOPE TO MAIN

SCREENED

6"

12" MIN.

3. TUBING FROM WATER MAIN TO BOX SHALL BE ENCASED WITH 6 INCHES OF SAND
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